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AMENDMENT OF SOLICITATION/MODIFICATION OF CONTRACT

Except as provided herein, all terms and conditions of the document referenced in Item 9A or 10A, as heretofore changed, remains unchanged and in full force and effect.
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30-105-04EXCEPTION TO SF 30
APPROVED BY OIRM 11-84
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Prescribed by GSA
FAR (48 CFR) 53.243

It is determined necessary and in the best interest of the Government to amend the Invitation for Bid as follows:

-This amendment is to change Specification paragraphs 2.3 Desiccant Air Dryers and 2.3.3 Instrumentation and Control, Page 15211-12.  
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9A. AMENDMENT OF SOLICITATION NO.

11. THIS ITEM ONLY APPLIES TO AMENDMENTS OF SOLICITATIONS

X The above numbered solicitation is amended as set forth in Item 14.  The hour and date specified for receipt of Offer  is extended, X is not extended.

Offer must acknowledge receipt of this amendment prior to the hour and date specified in the solicitation or as amended by one of the following methods: 
(a) By completing Items 8 and 15, and returning 1 copies of the amendment; (b) By acknowledging receipt of this amendment on each copy of the offer submitted;
or (c) By separate letter or telegram which includes a reference to the solicitation and amendment numbers.  FAILURE OF YOUR ACKNOWLEDGMENT TO BE 
RECEIVED AT THE PLACE DESIGNATED FOR THE RECEIPT OF OFFERS PRIOR TO THE HOUR AND DATE SPECIFIED MAY RESULT IN  
REJECTION OF YOUR OFFER.  If by virtue of this amendment you desire to change an offer already submitted, such change may be made by telegram or letter, 
provided each telegram or letter makes reference to the solicitation and this amendment, and is received prior to the opening hour and date specified.
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13. THIS ITEM APPLIES ONLY TO MODIFICATIONS OF CONTRACTS/ORDERS.
IT MODIFIES THE CONTRACT/ORDER NO. AS DESCRIBED IN ITEM 14.

A. THIS CHANGE ORDER IS ISSUED PURSUANT TO:  (Specify authority) THE CHANGES SET FORTH IN ITEM 14 ARE MADE IN THE
 CONTRACT ORDER NO. IN ITEM 10A.

B. THE ABOVE NUMBERED CONTRACT/ORDER IS MODIFIED TO REFLECT THE ADMINISTRATIVE CHANGES (such as changes in paying 
office, appropriation date, etc.) SET FORTH IN ITEM 14, PURSUANT TO THE AUTHORITY OF FAR 43.103(B).
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SECTION SF 30 BLOCK 14 CONTINUATION PAGE  
         
SUMMARY OF CHANGES   
 
 
SECTION 15211- Specifications 
 
2.3 DESICCANT AIR DRYERS 
 
Provide an 800 scfm or greater desiccant type compressed air dryer.  The dryer shall be twin chamber style rated for 
full capacity through each chamber for a continuous duty cycle.  Filters shall have pressure drop not greater than 5 
psi.  Air shall leave the dryer at a temperature of 100 degrees F and dew point of –40 degrees F, based on an inlet 
temperature of 100 degrees F.  Provide internal tubing, wiring, and piping complete, such that only connections to 
air inlet and outlet, power, control, and to condensate drain are necessary. 
 
2.3.3 Instrumentation and Control 
 
Include control panel in dryer cabinet containing: 
 

a. Indicators for the following services:  Inlet air pressure gage, discharge air pressure gage, inlet air 
temperature gage, green “power on” light, power interruption light, and fault alarm light. 

 
b. Electrical Relays:  Locate in an enclosed portion of the panel, accessible for ease of servicing. 

 
c. Controls and Interlocks:  To maintain required compressed air dew point and auto cycle. 

 
d. Dryer shall be provided with electrical dry contacts for external indication of “fault alarm”.  Signal 

conductors shall be routed by contractor to DCQ5, in the compressor room, and coiled near the 
existing annunciation terminal block for connection by government. 

 
 
 
 
(End of Summary of Changes)  
 

 


